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One of the main characteristics of a polypropylene pool
is the speed of installation and high durability.

Polypropylene is UV stable and its texture and colour do
not change over time. The surface of the material is

smooth, welded with modern welding technologies. It
does not require any coatings, which allows easy

maintenance and cleaning.

Eines der Hauptmerkmale eines Polypropylen-Pools ist
die schnelle Installation und die lange Haltbarkeit.

Polypropylen ist UV-beständig und seine Textur und
Farbe verändern sich im Laufe der Zeit nicht. Die

Oberfläche des Materials ist glatt und wird mit
modernen Schweißtechnologien geschweißt. Es

erfordert keine Beschichtungen, was eine einfache
Wartung und Reinigung ermöglicht.
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POLYPROPYLENE
POOLS

POLYSTONE MATERIAL 

blue white grey

POOL ENTRY OPTIONS
round corner steps /

runde eckschritte
steps along the entire pool /

schritte entlang des gesamten Pools



SKIMMER POOL

INNER SIZES / INNENGRÖSSEN
3.00 x 5.00 x 1.50 m
3.00 x 6.00 x 1.50 m
3.00 x 7.00 x 1.50 m
3.00 x 8.00 x 1.50 m
3.50 x 7.00 x 1.50 m
3.50 x 8.00 x 1.50 m

OVERFLOW POOL

INNER SIZES / INNENGRÖSSEN
3.00 x 6.00 x 1.50 m
3.20 x 7.00 x 1.50 m
3.30 x 8.00 x 1.50 m
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POLYPROPYLENE POOLS

SKIMMER POOL, ROUND CORNER STEPS /
SKIMMER-POOL, RUNDE ECKSTUFEN
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POLYPROPYLENE POOLS

OVERFLOW POOL, ROUND CORNER STEPS/ 
ÜBERLAUFBECKEN, RUNDE ECKSTUFEN


